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IN THE CLAIMS 

Claims 1-10 (Cancelled) 

11. (Currently Amended) An apparatus for producing polyethylene, the apparatus 
comprising a main reactor having an inlet for receiving gaseous olefin monomer and an outlet for 
outputting polyethylene, and a preliminary reactor having an outlet connected to a second inlet of 
the main reactor, the preliminary reactor being arranged to be operable in the gas phase and 
having at least one respective inlet for receiving a solid catalyst and at least one treatment agent 
and a respective outlet for releasing waste gases from the preliminary reactor to provide for 
removal of the waste gases from the preliminary reacto r, and said preliminary reactor further 
having another outlet connected to a recycle line connected back to f ajfl prelimina ry reactor. 

12. (Cancelled) 

. 13. (Previously Presented) The apparatus of claim 1 1 wherein said main reactor is a 
loop-type reactor. 

14. (Previously Presented) The apparatus of claim 1 1 further comprising a second 
main reactor connected in series with said first main reactor and connected to the outlet of said 
first recited main reactor to receive the reaction product from said first recited main reactor. 

15. (Cancelled) 

16. (Previously Presented) The apparatus of claim 24 wherein each of said main 
reactors are loop-type reactors. 
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17. (Currently Amended) An apparatus for producing polyethylene, the apparatus 
comprising a main reactor having an inlet for receiving gaseous olefin monomer and an outlet for 
outputting polyethylene, and a preliminary reactor having an outlet connected to a second inlet of 
the main reactor, the preliminary reactor having a different configuration than said main reactor, 
being arranged to be operable in the gas phase and having at least one respective inlet for 
receiving a solid catalyst and at least one treatment agent and a respective outlet for releasing 
waste gases from the preliminary reactor to provide for removal of the waste gases from the 
preliminary n&actA^ smd preliminar y reactor further having another outlet connected to a recycle 
line connected back to said preliminary reactor. 
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18* (Currently Amended) Tho apparatus of oloim 17 An apparatus for producing 



polyethylene, the apparatus comprising a main reactor having an inlet for receiving gaseous 
olefin monomer and an outlet for outputting polyethylene, and a preliminary reactor connected to 
a second inlet of the m ain rfturrtn r. the preliminary reactor having a d ifferent co nfiguration than 
said main re actor, being arranged to be operable in the gas phase and having at least one 
respective inlet far w raiviTifl a solid catalyst and at least one treatment agent and a respective 
outlet for releasing waste gases fiom the preliminary reactor to provide for removal of the waste 
gases from the preliminary reactor, wherein said main reactor is arranged to be operable as a 
liquid phase reactor \ 



A * 

19. (Reject e d ) The apparatus of claim 17 wherein said main reactor is a loop-type 



20. (Previously Presented) The apparatus of claim 17 further comprising a second 
main reactor connected in series with said first main reactor and connected to the outlet of said 
first recited main reactor to receive the reaction product fiom said first recited main reactor. 




reactor. 
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21. (Currently Amended) The apparatus of oloim-SQ An apparatus for producing 
polyethylene, the apparatus comprising a main reactor having an inlet for receiving gaseous 
olefin monom er and an outlet for outputting polyethylene, jipfl ft preliminary reactor connected to 
a second in W nf thft main reactor. the preliminary reactor having a different configuration than 
ifflkj main reactor, being arranged to be operable in the pas phase and having at least one 
respective inlet for receiving a solid catalyst and at least one treatment agent and a respective 
outlet for releasing waste eases ftp ™, fluff pffrfM narv reactor to provide for removal of the waste 
gases from the prelim inary reac tor, further remipri si ng a second main reactor connected in series 
with said first main reactor and connected to die outlet of said first recited main reactor to 
receive the reaction product from said first recited main reactor, wherein each of said main 
reactors are arranged to operate in the liquid phase. 

22. (Previously Presented) The apparatus of claim 21 wherein each of said main 
reactors are loop-type reactors. 
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23. (Previously Presented) An apparatus for producing polyethylene, the apparatus 
comprising a main reactor arranged to be operated as a liquid phase reactor and having an inlet 
for receiving gaseous olefin monomer and an outlet for outputting polyethylene, and a 
preliminary reactor connected to a second inlet of the main reactor, the preliminary reactor being 
arranged to be operable as a liquid phase reactor and having at least one respective inlet for 
receiving a solid catalyst and at least one treatment agent and a respective outlet for releasing 
waste gases from the preliminary reactor. 
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24. (Previously Presented) An apparatus for producing polyethylene, the apparatus 
comprising a main reactor having an inlet for receiving gaseous olefin monomer and an outlet for 
outputting polyethylene 9 and a preliminary reactor connected to a second inlet of the main 
reactor, the preliminary reactor being arranged to be operable in the gas phase and having at least 
one respective inlet far receiving a solid catalyst and at least one treatment agent and a respective 
outlet for releasing waste gases from the preliminary reactor and further comprising a second 
main reactor connected in series with said first main reactor and connected to the outlet of said 
first recited main reactor to receive the reaction product from said first recited main reactor 
wherein each of said main reactors are arranged to operate in the liquid phase. 



7 

31223:00019 : DALLAS : 1335413.1 

PAGE 8/11 * RCVD AT 12/1/2004 7:44:10 PM [Eastern Standard Time] * SVR:USPTO€FXRF-«0 ' DMS:8729306 1 CSfl):214r4088W * DURATION (mro-ss):03-10 



